Fiche produit AD/xx

BALANCES DE PRECISION

SPECIFICATIONS
> Capacités de 220g a 22kg ‘ |
> Précisions de 1mg a 0,1g 5
> Clavier étanche T
&= -t
Caractéristiques i . {,‘"ﬁ Ny -

o Ecran LCD rétro-éclairé

o Touches codées en couleur

o Indicateur de mise a niveau avec hauteur des pieds réglables
o Cage de pesée amovible fournie pour la précision de 0.001g
o Carte robuste en métal

o Clavier étanche

o Calibrage externe

o Plateau avec poignée pour enlever facilement les échantillons

Modeéle capacité précision Plate forme taille
\IBL 223e 220g 0.001g 4.7" @/ 120mm @
\BL 423e 420g 0.001g 47" @/ 120mm @
\IBL 623e 620g 0.001g 4.7" @/ 120mm @
\IBL 823e 820g 0.001g 47"@ /120mm @
\IBL 1602e 1600g 0.01g 6.3" @/ 160mm @
\IBL 2602e 2600g 0.01g 6.3" @ /160mm @
\IBL 3602e 3600g 0.01g 6.3" @/ 160mm @
\IBL 4602e 4600g 0.01g 6.3" @/ 160mm @
\BL 4201e 4200g 0.1g 6.3"@/160mm @
\BL 6201e 6200g 0.1g 6.3"@/160mm @
\BL 8201e 8.2kg 0.1g 6.3"@/160mm @
\BL 12001e 12kg 0.1g 15.7x11.8" / 400x300mm
\BL 16001e 16kg 0.1g 15.7x11.8" / 400x300mm
\BL 22001e 22kg 0.1g 15.7x11.8" / 400x300mm

Sols Mesures — 17 Rue Jean Monnet — ZA des Cétes — F 78990 ELANCOURT — T+33 1 30 50 34 50/ F+33 1 30 50 34 49 — www.sols-mesures.com



http://www.adamequipment.com/am/details/277/770
http://www.adamequipment.com/am/details/277/771
http://www.adamequipment.com/am/details/277/786
http://www.adamequipment.com/am/details/277/787
http://www.adamequipment.com/am/details/277/788
http://www.adamequipment.com/am/details/277/772
http://www.adamequipment.com/am/details/277/773
http://www.adamequipment.com/am/details/277/774
http://www.adamequipment.com/am/details/277/775
http://www.adamequipment.com/am/details/277/776
http://www.adamequipment.com/am/details/277/777
http://www.adamequipment.com/am/details/277/778
http://www.adamequipment.com/am/details/277/779
http://www.adamequipment.com/am/details/277/780

